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PROCESSING A FIRST PIXEL BLOCK OF A GRAYSCALE IMAGE AT AN IMAGE
802~ PROCESSING DEVICE USING A THRESHOLDING ALGORITHM AND A FIRST
INTENSITY THRESHOLD TO FORM AFIRST BINARY BLOCK

¥

B {DENTIFYING AFIRST PIXEL GROUP IN THE FIRST BINARY BLOCK

¥

806 PROCESSING THE FIRST PIXEL GROUP AT THE IMAGE PROCESSING DEVICE
"™ USINGASCALE INVARIANT FEATURE TRANSFORM (SIFT) ALGORITHM TO
EXTRACT KEYPOINTS FROM THE FIRST PIXEL GROUP TO FORM AFIRST
KEYPOINT MAP IN CONJUNCTION WITH SEGMENTING THE GRAYSCALE IMAGE
INTO HALFTONE AND NON-HALFTONE REGIONS

FIG. 8
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PROCESSING QUANTITIES OF KEYPOINTS IN THE FIRST AND SECOND
904~ KEYPOINT MAPS AT THE IMAGE PROCESSING DEVICE USING A
CLASSIFICATION ALGORITHM TO CLASSIFY THE FIRST PIXEL GROUP IN THE
GRAYSCALE IMAGE AS AHALFTONE OR NON-HALFTONE REGION IN
CONJUNCTION WITH SEGMENTING THE GRAYSCALE IMAGE INTO HALFTONE
AND NON-HALFTONE REGIONS

FIG. 9
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PROCESSING THE FIRST PIXEL BLOCK AT THE IMAGE PROCESSING DEVICE
1002~J  USING THE THRESHOLDING ALGORITHM AND A SECOND INTENSITY
THRESHOLD TO FORM A SECOND BINARY BLOCK
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IDENTIFYING BINARY PIXELS IN THE SECOND BINARY BLOCK
1004~ CORRESPONDING TO THE FIRST PIXEL GROUP
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PROCESSING BINARY VALUES FOR PIXELS IN THE FIRST PIXEL GROUP OF THE
SECOND BINARY BLOCK AND BINARY VALUES FOR PIXELS IN THE SECOND
1006~ KEYPOINT MAP AT THE IMAGE PROCESSING DEVICE USING THE
CLASSIFICATION ALGORITHM TO CLASSIFY THE FIRST PIXEL GROUP IN THE
GRAYSCALE IMAGE AS A HALFTONE OR NON-HALFTONE REGION IN
CONJUNCTION WITH SEGMENTING THE GRAYSCALE IMAGE INTO HALFTONE
AND-NON-HALFTONE REGIONS

FIG. 10
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SEGMENTING THE GRAYSCALE IMAGE INTO HALFTONE AND NON-HALFTONE
102~ REGIONS TO FORM A SEGMENTED IMAGE BASED AT LEAST IN PART ON THE
CLASSIFICATION OF THE FIRST PIXEL GROUP

A

SENDING THE SEGMENTED IMAGE FROM THE IMAGE PROCESSING DEVICE TO
104~ ASEGMENT PROCESSING DEVICE VIAAN OUTPUT INTERFACE

FIG. 11
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1202~ IDENTIFYING APLURALITY OF PIXEL GROUPS IN THE FIRST BINARY BLOCK
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1204~ PROCESSING EACH OF THE PLURALITY OF PIXEL GROUPS IN THE SAME
MANNER AS THE FIRST PIXEL GROUP IN CONJUNCTION WITH SEGMENTING
THE GRAYSCALE IMAGE INTO HALFTONE AND NON-HALFTONE REGIONS
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800

1304~ PROCESSING EACH OF THE PLURALITY OF PIXEL BLOCKS IN THE SAME
MANNER AS THE FIRST PIXEL BLOCK IN CONJUNCTION WITH SEGMENTING
THE GRAYSCALE IMAGE INTO HALFTONE AND NON-HALFTONE REGIONS
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1
METHOD AND APPARATUS FOR
SEGMENTING IMAGE INTO HALFTONE
AND NON-HALFTONE REGIONS

BACKGROUND

This disclosure presents various embodiments of a method
of segmenting an image into halftone and non-halftone
regions. In several embodiments, the method is applied to
define a process foridentifying ablock of pixels in a grayscale
image to define a binary image, identifying a group of con-
nected pixels in the binary image to define a region of interest,
and to process the region of interest for classification as a
halftone or non-halftone region based at least in part on using
a scale invariant feature transform (SIFT) algorithm. How-
ever, the method can also be applied to multiple groups of
connected pixels from the same block and to multiple blocks
of'pixels from the grayscale image. Parallel processing can be
used to process multiple groups of connected pixels. Simi-
larly, parallel processing can be used to process multiple
blocks of pixels. Various embodiments of an image process-
ing device for performing the method are also provided. The
disclosure also presents various embodiments of a computer-
readable medium storing program instructions that, when
executed, cause an image processing device to perform the
method.

For copy and scan jobs, different regions in the original
image, such as contone, halftone, text and lines are usually
processed differently for rescreening or for compression
respectively. Separation of text regions from the rest of the
objects is the main challenge in segmentation of the original
image.

Separation of halftone and non-halftone regions in a docu-
ment image is vital for numerous purposes, such as: 1) to avoid
image quality artifacts when rescreening the image while
copying, ii) for better text recognition using OCR on scanned
documents, iii) to improve any type of information extraction,
such as data in forms, etc., and iv) for better image compres-
sion performance.

The existing approaches to separation of halftone and non-
halftone regions have various limitations, such as: i) auto-
windowing based methods are computationally complex for
real time/software implementation in MFDs, as pixel based
micro-segmentation tags are generated using algorithms
implemented in ASICs; ii) in connected component based
approaches, selecting proper threshold to form the connected
component is difficult and, if the proper threshold is not
selected, the possibility of misclassification is higher, iii)
since the raw image handled by MFD’s is of high resolution,
time and computation costs are higher, and iv) when there is
scale or rotational variation in the image, usage of certain
methods (e.g., run-length) fails in determining halftone
regions.

BRIEF DESCRIPTION

In one aspect, a method of segmenting an image into half-
tone and non-halftone regions is provided. In one embodi-
ment, the method includes: processing a first pixel block of'a
grayscale image at an image processing device using a thresh-
olding algorithm and a first intensity threshold to form a first
binary block, the first pixel block including a plurality of
grayscale pixels, each grayscale pixel having an intensity
value, the first binary block including a plurality of binary
pixels, each binary pixel having a binary value; identifying a
first pixel group in the first binary block, wherein the first
pixel group includes connected pixels represented by a first
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2

binary value, wherein pixels in the first pixel group adjacent
to pixels of the first pixel block that are represented by a
second binary value are identified as boundary pixels of the
first pixel group; and processing the first pixel group at the
image processing device using a scale invariant feature trans-
form (SIFT) algorithm to extract keypoints from the first pixel
group to form a first keypoint map in conjunction with seg-
menting the grayscale image into halftone and non-halftone
regions.

In another aspect, an image processing device for segment-
ing an image into halftone and non-halftone regions is pro-
vided. In one embodiment, the image processing device
includes: at least one image processor configured to execute
program instructions; and a non-transitory storage device
configured to store program instructions that, when executed
by the at least one processor, cause the image processing
device to perform a method of segmenting an image into
halftone and non-halftone regions. In conjunction with
execution of the program instructions, the at least one image
processor is configured to process a first pixel block of a
grayscale image using a thresholding algorithm and a first
intensity threshold to form a first binary block, the first pixel
block including a plurality of grayscale pixels, each grayscale
pixel having an intensity value, the first binary block includ-
ing a plurality of binary pixels, each binary pixel having a
binary value. In conjunction with execution of the program
instructions, the at least one image processor is configured to
identify a first pixel group in the first binary block, wherein
the first pixel group includes connected pixels represented by
a first binary value, wherein pixels in the first pixel group
adjacent to pixels of the first pixel block that are represented
by a second binary value are identified as boundary pixels of
the first pixel group. In conjunction with execution of the
program instructions, the at least one image processor is
configured to process the first pixel group using a scale invari-
ant feature transform (SIFT) algorithm to extract keypoints
from the first pixel group to form a first keypoint map in
conjunction with segmenting the grayscale image into half-
tone and non-halftone regions.

In another aspect, a non-transitory computer-readable
medium storing program instructions is provided. When
executed by at least one processor, the program instructions
cause a corresponding image processing device to perform a
method of segmenting an image into halftone and non-half-
tone regions. In one embodiment, the method includes: pro-
cessing a first pixel block of a grayscale image at an image
processing device using a thresholding algorithm and a first
intensity threshold to form a first binary block, the first pixel
block including a plurality of grayscale pixels, each grayscale
pixel having an intensity value, the first binary block includ-
ing a plurality of binary pixels, each binary pixel having a
binary value; identifying a first pixel group in the first binary
block, wherein the first pixel group includes connected pixels
represented by a first binary value, wherein pixels in the first
pixel group adjacent to pixels of the first pixel block that are
represented by a second binary value are identified as bound-
ary pixels of the first pixel group; processing the first pixel
group at the image processing device using a scale invariant
feature transform (SIFT) algorithm to extract keypoints from
the first pixel group to form a first keypoint map in conjunc-
tion with segmenting the grayscale image into halftone and
non-halftone regions; discarding keypoints from the first key-
point map that correspond to boundary pixels of the first pixel
group to form a second keypoint map for the first pixel group;
processing quantities of keypoints in the first and second
keypoint maps at the image processing device using a classi-
fication algorithm to classify the first pixel group in the gray-
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scale image as a halftone or non-halftone region in conjunc-
tion with segmenting the grayscale image into halftone and
non-halftone regions; processing the first pixel block at the
image processing device using the thresholding algorithm
and a second intensity threshold to form a second binary
block, the second intensity threshold representing a predeter-
mined fixed intensity that is intended to be higher than the
intensity of text objects, the second binary block including a
plurality of binary pixels; identifying binary pixels in the
second binary block corresponding to the first pixel group;
processing binary values for pixels in the first pixel group of
the second binary block and binary values for pixels in the
second keypoint map at the image processing device using the
classification algorithm to classify the first pixel group in the
grayscale image as a halftone or non-halftone region in con-
junction with segmenting the grayscale image into halftone
and non-halftone regions; segmenting the grayscale image
into halftone and non-halftone regions to form a segmented
image based at least in part on the classification of the first
pixel group; and sending the segmented image from the
image processing device to a segment processing device via
an output interface.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 provides exemplary grayscale (I), binary (I,), SIFT
keypoint label (I, ), and SIFT keypoint label without border
pixels (Ir,) images for a non-halftone label region;

FIG. 2 provides additional exemplary grayscale (1), binary
(I,), SIFT keypoint label (I, ), and SIFT keypoint label with-
out border pixels (I5-,) images for a non-halftone label region;

FIG. 3 provides exemplary grayscale (I), binary (I,), SIFT
keypoint label (I, ), and SIFT keypoint label without border
pixels (I,) images for a halftone label region;

FIG. 4 provides exemplary grayscale (I) and segmented
output (I5) images for a non-halftone label region with text;

FIG. 5 provides exemplary grayscale (I) and segmented
output (I5) images for a non-halftone label region with thin
lines;

FIGS. 6 and 7 provide exemplary grayscale (I) and seg-
mented output (I) images for a halftone label region with
photographs;

FIG. 8 is a flowchart of an exemplary embodiment of a
process for segmenting an image into halftone and non-half-
tone regions;

FIG. 9, in combination with FIG. 8, is a flowchart of
another exemplary embodiment of a process for segmenting
an image into halftone and non-halftone regions;

FIG. 10, in combination with FIGS. 8 and 9, is a flowchart
of yet another exemplary embodiment of a process for seg-
menting an image into halftone and non-halftone regions;

FIG. 11, in combination with FIGS. 8-10, is a flowchart of
still another exemplary embodiment of a process for segment-
ing an image into halftone and non-halftone regions;

FIG. 12, in combination with FIG. 8, is a flowchart of still
yet another exemplary embodiment of a process for segment-
ing an image into halftone and non-halftone regions;

FIG. 13, in combination with FIG. 8, is a flowchart of
another exemplary embodiment of a process for segmenting
an image into halftone and non-halftone regions;

FIG. 14, in combination with FIG. 8, is a flowchart of yet
another exemplary embodiment of a process for segmenting
an image into halftone and non-halftone regions; and

FIG. 15 is a block diagram of an exemplary embodiment of
an image processing device for segmenting an image into
halftone and non-halftone regions.

35

40

45

50

55

60

4
DETAILED DESCRIPTION

The disclosure describes various embodiments of method
and apparatus for segmenting halftone and non-halftone
region using relative feature points derived from a grayscale
image by using a scale invariant feature transform (SIFT)
algorithm. A scanned image converted into a binary image
using a thresholding algorithm and a connected component
analysis. Relative SIFT keypoints are used to classify the
image into halftone and non-halftone regions. The process is
label based which enables the parallel processing of the SIFT
features for separate areas derived from the connected com-
ponent analysis.

Generally, SIFT keypoints are invariant to image transla-
tion, scaling, and rotation and the SIFT algorithm is useful for
matching and recognition of images. The various embodi-
ments described herein show how David Lowe’s SIFT key-
point detector helps in segmenting the halftone and non-
halftone regions in an image. Initially, an input image is
thresholded to form a binary image. Connected regions in the
binary image are labeled. SIFT keypoint features of each
label are analyzed to classify the connected area as a halftone
or non-halftone region.

First, an acquired/scanned image is converted into gray-
scale image and preprocessed by adjusting a dynamic range
of the intensity of pixels in the original image to obtain the
grayscale image ‘I’. For example, the parameters for adjust-
ment of the intensity may be drawn from a background sup-
pression module.

The grayscale image ‘I’ is split into distinct blocks of mxn
pixels kernel size, represented as ‘B’. For Binary image I,, for
each block mxn:

/ 1 if I, < B,
"o otherwise

where t(B), is the threshold of block B.

1(B); :{

where maxz & ming are the maximum and minimum inten-
sity values in the block ‘B’ in I; and WhitePoint is the white
point value obtained from background suppression module.
B, & B, are the constants representing upper and lower block
thresholds limits and w, & w, are gain values.

If the difference between the max intensity and min inten-
sity in the block falls within the B, & B; range—the thresh-
old is selected as (max z+ming)*w,; which enables to select a
mid threshold value. For example, w, is selected as 0.4 and
B, & B; are selected as ‘200 and ‘0’ in one embodiment.

If the difference between the max intensity and min inten-
sity in the block does not fall within the B, & B; range, there
is large intensity change. In this case WhitePoint is scaled
with w, as threshold. For example, w, is selected as 1.05.
Since the segmentation is applied on the background sup-
pressed image, w, is selected higher than 1.

For the second binary image ‘I,’, grayscale image ‘I’ is
binarized using a different threshold ‘t,”. For example, t, is
selected as 80.

Labels are assigned to each group of connected binary
pixels for the image °I,’. For example, the total number of
labels in ‘I,”is “N”and I,(X) refers to an X label in image I, .

(maxg +ming) *w; if By > (maxg —ming) > B,

(WhitePoini) +w, otherwise
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For each label in binary image °I,’, the SIFT algorithm is
used on the grayscale image ‘I’ to extract its keypoints. For
example, ‘I, is the feature map representing the locations of
keypoints for a label X; ‘K1’ is the total number of keypoints
in ‘I,”; ‘B(x)’ is the binary map of boundary pixels foralabel
‘1,(X)’; “Ig,’ is the new feature map obtained by discarding
keypoints in boundary of the ‘I, (X)’; and ‘K2’ be the total
keypoints in ‘I,’.

SIFT keypoints are usually found more at edge regions and
boundaries.

The relative number of SIFT keypoints between the half-
tone region and non-halftone region differs. Based on this
amount, certain distributions of relative SIFT features based
on three conditions can are used to segment halftone and
non-halftones regions in an image.

Condition 1: (K14+K2)<t,. In Condition 1, the total counts
of before and after eliminating feature points from edge
against a threshold is used to verify a particular region as a
non-halftone region. Note that for thin line and solid text the
total counts are always very low.

Condition 2: (K1/K2<t;) & (K2<t,). In Condition 2, a
ratio-based estimation of a label is provided. The threshold t,
is selected to be high to distinguish between graphics (bigger
in size) and joint text (small/big).

Condition 3: sum(L,(X) & I,)<ts. In Condition 3, the
common regions between the I,(X) and I, is estimated. This
helps to avoid misclassification of thin line/text and halftone.

An exemplary embodiment of pseudo code representing
the three conditions for classifying non-halftone regions in
the grayscale image is provided below: if length(find
(11=255))>(sum(B(X))*0.95)

If (K1+K2<t,)||(K1/K2<t;) & (K2<t,))
1,(X)=1 //Non-Halftone region
else

1,(X)=0 //Halftone region

}

else
If (sum(I,(X) & Ix,)<ts)

1,(X)=1 //Non-Halftone region
else

14(X)=0 //Halftone region

where [(X) is segmented image for label ‘X’; t,, t5, t, and t5
are the thresholds selected through experimentations. For
example, t, can be set to 50, t; can be setto 2, t, can be set to
1000, and t5 can be set to 50.

The above process can be carried out until the N* label in
image ‘I’ is processed. Then, the resulting image I, with each
label classified will became a tag plane for the input grayscale
image ‘I’. For example, the image I, will have ‘0’ for halftone
regions and ‘1’ for non-halftone regions (i.e., graphics, text,
and lines). The SIFT keypoints calculation on the every
labeled components of image and decision making of half-
tone and non-halftone can be done using parallel processing
which can reduce the time and computation cost.
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The results are arranged as grayscale image I; thresholded
image I, ; feature map I, and feature map I, obtained from
SIFT. FIGS. 1 and 2 show non-halftone regions and FIG. 3
shows a halftone region.

The results of the process are arranged as input image and
the final segmented output I, representing the non-halftone
region. FIG. 4 represent a test sample with text; FIG. 5 rep-
resent a test sample with thin lines; and FIGS. 6 and 7 repre-
sent a test sample with pictures having wide range of halftone
frequency 85 lpi to 175 Ipi.

With reference to FIG. 8, an exemplary embodiment of a
process 800 for segmenting an image into halftone and non-
halftone regions begins at 802 where a first pixel block of a
grayscale image is processed at an image processing device
using a thresholding algorithm and a first intensity threshold
to form a first binary block. The first pixel block including a
plurality of grayscale pixels. Each grayscale pixel having an
intensity value. The first binary block including a plurality of
binary pixels. Each binary pixel having a binary value. Next,
a first pixel group is identified in the first binary block (804).
The first pixel group includes connected pixels represented by
a first binary value. Pixels in the first pixel group adjacent to
pixels of the first pixel block that are represented by a second
binary value are identified as boundary pixels of the first pixel
group. At 806, the first pixel group is processed at the image
processing device using a scale invariant feature transform
(SIFT) algorithm to extract keypoints from the first pixel
group to form a first keypoint map in conjunction with seg-
menting the grayscale image into halftone and non-halftone
regions.

In yet another embodiment of the process 800, the first
pixel block is a predetermined kernel size defined by a pre-
determined amount of rows and columns. In still another
embodiment of the process 800, for each grayscale pixel in
the first pixel block, the thresholding algorithm sets the cor-
responding binary pixel in the first binary block to a reference
black value after determining the corresponding grayscale
pixel is lower in intensity than the first intensity threshold and,
otherwise, sets the corresponding binary pixel to a reference
white value.

In still yet another embodiment, the process 800 also
includes calculating the first intensity threshold at the image
processing device based at least in part on maximum and
minimum intensity values for the plurality of grayscale pixels
in the first pixel block and a lower range weighting factor after
determining a difference between the maximum and mini-
mum intensity values for the plurality of grayscale pixels is
between an upper intensity threshold and a lower intensity
threshold and, otherwise, sets the first intensity threshold
based on a reference white value and a higher range weighting
factor, the higher range weighting factor being greater than
the lower range weighting factor.

With reference to FIGS. 8 and 9, an exemplary embodi-
ment of a process 900 for segmenting an image into halftone
and non-halftone regions includes the process 800 of FIG. 8.
The process 900 continues from 806 to 902 where keypoints
from the first keypoint map that correspond to boundary
pixels of the first pixel group are discarded to form a second
keypoint map for the first pixel group. At 904, quantities of
keypoints in the first and second keypoint maps are processed
at the image processing device using a classification algo-
rithm to classify the first pixel group in the grayscale image as
a halftone or non-halftone region in conjunction with seg-
menting the grayscale image into halftone and non-halftone
regions.

In another embodiment, the process 900 also includes seg-
menting the grayscale image into halftone and non-halftone
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regions to form a segmented image based at least in part on the
classification of the first pixel group. The segmented image is
sent from the image processing device to a segment process-
ing device via an output interface.

In yet another embodiment of the process 900, the classi-
fication algorithm classifies the first pixel group in the gray-
scale image as a non-halftone region based at least in part on
determining a sum of quantities of keypoints in the first and
second keypoint maps is less than a first classification thresh-
old. In still another embodiment of the process 900, the clas-
sification algorithm classifies the first pixel group in the gray-
scale image as a non-halftone region based at least in part on
determining a ratio of quantities of keypoints in the first
keypoint map to quantities of keypoints in the second key-
point map is less than a second classification threshold. In still
yet another embodiment of the process 900, the classification
algorithm classifies the first pixel group in the grayscale
image as a non-halftone region based at least in part on
determining the quantity of keypoints in the second keypoint
map is less than a third classification threshold.

In still another embodiment of the process 900, the classi-
fication algorithm classifies the first pixel group in the gray-
scale image as a non-halftone region based at least in part on:
1) determining a sum of quantities of keypoints in the first and
second keypoint maps is less than a first classification thresh-
old; or ii) a) determining a ratio of quantities of keypoints in
the first keypoint map to quantities of keypoints in the second
keypoint map is less than a second classification threshold;
and b) determining the quantity of keypoints in the second
keypoint map is less than a third classification threshold.

In still yet another embodiment, the process 900 also
includes identifying a plurality of pixel groups in the first
binary block. The plurality of pixel groups including the first
pixel group. Each pixel group includes either connected pix-
els represented by a first binary value or connected pixels
represented by a second binary value. Pixels in each pixel
group that are adjacent to other pixel groups are identified as
boundary pixels of the corresponding pixel group. Each of the
plurality of pixel groups is processed in the same manner as
the first pixel group in conjunction with segmenting the gray-
scale image into halftone and non-halftone regions.

In a further embodiment, the process 900 also includes
segmenting the grayscale image into halftone and non-half-
tone regions to form a segmented image based at least in part
on the classification of the plurality of pixel groups. The
segmented image is sent from the image processing device to
a segment processing device via an output interface.

In another further embodiment, the process 900 also
includes dividing the grayscale image into a plurality of pixel
blocks. The plurality of pixel blocks including the first pixel
block. Each pixel block including a plurality of grayscale
pixels. Each of the plurality of pixel blocks is processed in the
same manner as the first pixel block in conjunction with
segmenting the grayscale image into halftone and non-half-
tone regions. In an even further embodiment, the process 900
also includes generating a tag plane for the grayscale image in
which pixel groups classified as halftone regions are tagged as
halftone regions and pixels groups classified as non-halftone
regions are tagged as non-halftone regions to segment the
grayscale image into halftone and non-halftone regions.

With reference to FIGS. 8-10, an exemplary embodiment
of'a process 1000 for segmenting an image into halftone and
non-halftone regions includes the processes 800, 900 of
FIGS. 8 and 9. The process 1000 continues from 904 to 1002
where the first pixel block is processed at the image process-
ing device using the thresholding algorithm and a second
intensity threshold to form a second binary block. The second
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intensity threshold representing a predetermined fixed inten-
sity that is intended to be higher than the intensity of text
objects. For example, a fixed intensity of 80 may be used for
the second intensity threshold where the range of intensity is
from 0 to 255. The second binary block including a plurality
of binary pixels. At 1004, binary pixels in the second binary
block corresponding to the first pixel group are identified.
Next, binary values for pixels in the first pixel group of the
second binary block and binary values for pixels in the second
keypoint map are processed at the image processing device
using the classification algorithm to classify the first pixel
group in the grayscale image as a halftone or non-halftone
region in conjunction with segmenting the grayscale image
into halftone and non-halftone regions (1006).

In another embodiment of the process 1000, for each gray-
scale pixel in the first pixel block, the thresholding algorithm
sets the corresponding binary pixel in the second binary block
to a reference black value after determining the correspond-
ing grayscale pixel is lower in intensity than the second inten-
sity threshold and, otherwise, sets the corresponding binary
pixel to a reference white value.

In still another embodiment of the process 1000, the clas-
sification algorithm classifies the first pixel group in the gray-
scale image as a non-halftone region based at least in part on
determining a sum of binary values for the plurality of pixels
in the second binary block and binary values for the plurality
of pixels in the second keypoint map is less than a fourth
classification threshold.

In still yet another embodiment of the process 1000, the
classification algorithm classifies the first pixel group in the
grayscale image as a non-halftone region based at least in part
on: i) a) determining a sum of quantities of keypoints in the
first and second keypoint maps is less than a first classification
threshold; or b) i. determining a ratio of quantities of key-
points in the first keypoint map to quantities of keypoints in
the second keypoint map is less than a second classification
threshold; and ii. determining the quantity of keypoints in the
second keypoint map is less than a third classification thresh-
old; and ii) determining a sum of binary values for the plu-
rality of pixels in the second binary block and binary values
for the plurality of pixels in the second keypoint map is less
than a fourth classification threshold.

In another embodiment, the process 1000 also includes
identifying a plurality of pixel groups in the first binary block.
The plurality of pixel groups including the first pixel group.
Each pixel group includes either connected pixels repre-
sented by a first binary value or connected pixels represented
by a second binary value. Pixels in each pixel group that are
adjacent to other pixel groups are identified as boundary
pixels of the corresponding pixel group. Each of the plurality
of pixel groups is processed in the same manner as the first
pixel group in conjunction with segmenting the grayscale
image into halftone and non-halftone regions.

In a further embodiment, the process 1000 also includes
segmenting the grayscale image into halftone and non-half-
tone regions to form a segmented image based at least in part
on the classification of the plurality of pixel groups. The
segmented image is sent from the image processing device to
a segment processing device via an output interface.

In yet another further embodiment, the process 1000 also
includes dividing the grayscale image into a plurality of pixel
blocks. The plurality of pixel blocks including the first pixel
block. Each pixel block including a plurality of grayscale
pixels. Each of the plurality of pixel blocks is processed in the
same manner as the first pixel block in conjunction with
segmenting the grayscale image into halftone and non-half-
tone regions. In an even further embodiment, the process
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1000 also includes generating a tag plane for the grayscale
image in which pixel groups classified as halftone regions are
tagged as halftone regions and pixels groups classified as
non-halftone regions are tagged as non-halftone regions to
segment the grayscale image into halftone and non-halftone
regions.

With reference to FIGS. 8-11, an exemplary embodiment
of'a process 1100 for segmenting an image into halftone and
non-halftone regions includes the processes 800,900, 1000 of
FIGS. 8 and 9. The process 1100 continues from 1006 to 1102
where the grayscale image is segmented into halftone and
non-halftone regions to form a segmented image based at
least in part on the classification of the first pixel group. At
1004, The segmented image is sent from the image process-
ing device to a segment processing device via an output
interface.

With reference to FIGS. 8 and 12, an exemplary embodi-
ment of a process 1200 for segmenting an image into halftone
and non-halftone regions includes the process 800 of FIG. 8.
The process 1200 continues from 802 to 1202 where a plu-
rality of pixel groups are identified in the first binary block.
The plurality of pixel groups including the first pixel group.
Each pixel group includes either connected pixels repre-
sented by a first binary value or connected pixels represented
by a second binary value. Pixels in each pixel group that are
adjacent to other pixel groups are identified as boundary
pixels of the corresponding pixel group. At 1204, each of the
plurality of pixel groups is processed in the same manner as
the first pixel group in conjunction with segmenting the gray-
scale image into halftone and non-halftone regions.

In another embodiment, the process 1200 also includes
segmenting the grayscale image into halftone and non-half-
tone regions to form a segmented image based at least in part
on the classification of the plurality of pixel groups. The
segmented image is sent from the image processing device to
a segment processing device via an output interface. In yet
another further embodiment, the process 1200 also includes
processing multiple pixel groups of the first binary block in
parallel at the image processing device using multiple image
processors.

In still another embodiment, the process 1200 also includes
dividing the grayscale image into a plurality of pixel blocks.
The plurality of pixel blocks including the first pixel block.
Each pixel block including a plurality of grayscale pixels.
Each of the plurality of pixel blocks is processed in the same
manner as the first pixel block in conjunction with segment-
ing the grayscale image into halftone and non-halftone
regions. In a further embodiment, the process 1200 also
includes generating a tag plane for the grayscale image in
which pixel groups classified as halftone regions are tagged as
halftone regions and pixels groups classified as non-halftone
regions are tagged as non-halftone regions to segment the
grayscale image into halftone and non-halftone regions.

With reference to FIGS. 8 and 13, an exemplary embodi-
ment of a process 1300 for segmenting an image into halftone
and non-halftone regions includes the process 800 of FIG. 8.
The process 1300 begins at 1302 where the grayscale image
is divided into a plurality of pixel blocks. The plurality of
pixel blocks including the first pixel block. Each pixel block
including a plurality of grayscale pixels. Then, the process
1300 proceeds from 1302 to the process 800 of FIG. 8. At
1304, each of the plurality of pixel blocks is processed in the
same manner as the first pixel block in conjunction with
segmenting the grayscale image into halftone and non-half-
tone regions.

In another embodiment, the process 1300 also includes
generating a tag plane for the grayscale image in which pixel
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groups classified as halftone regions are tagged as halftone
regions and pixels groups classified as non-halftone regions
are tagged as non-halftone regions to segment the grayscale
image into halftone and non-halftone regions. In yet another
embodiment, the process 1300 also includes processing mul-
tiple pixel blocks of the grayscale image in parallel at the
image processing device using multiple image processors. In
still another embodiment of the process 1300, each pixel
block is a predetermined kernel size defined by a predeter-
mined amount of rows and columns.

With reference to FIGS. 8 and 14, an exemplary embodi-
ment of a process 1400 for segmenting an image into halftone
and non-halftone regions includes the process 800 of FIG. 8.
The process 1400 begins at 1402 where a digital image is
processed at the image processing device using a conversion
algorithm to form the grayscale image. The digital image
including a plurality of digital pixels. The digital image was
received by the image processing device from a source device
via an input interface. Then, the process 1400 proceeds from
1402 to the process 800 of FIG. 8.

In another embodiment of the process 1400, the conversion
algorithm adjusts a dynamic range of intensity of the digital
pixels in conjunction with forming the grayscale image. In a
further embodiment of the process 1400, parameters for
adjusting the dynamic range of intensity of the digital pixels
are obtained using a background suppression algorithm. In
yet another embodiment of the process 1400, the source
device includes at least one of a scanning device, a camera
device, an image capturing device, and a storage device.

With reference to FIG. 15, an exemplary embodiment of an
image processing device 1500 for segmenting an image into
halftone and non-halftone regions includes at least one image
processor 1502 and a non-transitory storage device 1504. The
at least one image processor 1502 configured to execute pro-
gram instructions. The non-transitory storage device 1504
configured to store program instructions that, when executed
by the atleast one processor 1502, cause the image processing
device 1500 to perform a method of segmenting an image into
halftone and non-halftone regions. As shown, the non-transi-
tory storage device 1504 may be may be internal and local to
the image processing device. Alternatively, the non-transitory
storage device 1504 may be external to the image processing
device 1500 or a combination of internal and external storage
devices. Additionally, the non-transitory storage device 1504
may be remote to the image processing device 1500 or a
combination of local and remote storage devices. In conjunc-
tion with execution of the program instructions, the at least
one image processor 1502 is configured to process a first pixel
block of a grayscale image using a thresholding algorithm
and a first intensity threshold to form a first binary block. The
first pixel block including a plurality of grayscale pixels. Each
grayscale pixel having an intensity value. The first binary
block including a plurality of binary pixels. Each binary pixel
having a binary value. In conjunction with execution of the
program instructions, the at least one image processor 1502 is
configured to identify a first pixel group in the first binary
block. The first pixel group includes connected pixels repre-
sented by a first binary value. Pixels in the first pixel group
adjacent to pixels of the first pixel block that are represented
by a second binary value are identified as boundary pixels of
the first pixel group. In conjunction with execution of the
program instructions, the at least one image processor 1502 is
configured to process the first pixel group using a scale invari-
ant feature transform (SIFT) algorithm to extract keypoints
from the first pixel group to form a first keypoint map in
conjunction with segmenting the grayscale image into half-
tone and non-halftone regions.
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In another embodiment of the image processing device
1500, in conjunction with execution of the program instruc-
tions, the at least one image processor 1502 is configured to
discard keypoints from the first keypoint map that correspond
to boundary pixels of the first pixel group to form a second
keypoint map for the first pixel group. In conjunction with
execution of the program instructions, the at least one image
processor 1502 is configured to process quantities of key-
points in the first and second keypoint maps using a classifi-
cation algorithm to classify the first pixel group in the gray-
scale image as a halftone or non-halfione region in
conjunction with segmenting the grayscale image into half-
tone and non-halftone regions.

In a further embodiment of the image processing device
1500, in conjunction with execution of the program instruc-
tions, the at least one image processor 1502 is configured to
segment the grayscale image into halftone and non-halftone
regions to form a segmented image based at least in part on the
classification of the first pixel group. In this embodiment, the
image processing device 1500 also includes an output inter-
face 1506 in operative communication with a segment pro-
cessing device 1508. In conjunction with execution of the
program instructions, the at least one image processor 1502 is
configured to send the segmented image to the segment pro-
cessing device 1508 via the output interface 1506.

In another further embodiment of the image processing
device 1500, in conjunction with execution of the program
instructions, the at least one image processor 1502 is config-
ured to process the first pixel block using the thresholding
algorithm and a second intensity threshold to form a second
binary block. The second intensity threshold representing a
predetermined fixed intensity that is intended to be higher
than the intensity of text objects. For example, a fixed inten-
sity of 80 may be used for the second intensity threshold
where the range of intensity is from O to 255. The second
binary block including a plurality of binary pixels. In con-
junction with execution of the program instructions, the at
least one image processor 1502 is configured to identify
binary pixels in the second binary block corresponding to the
first pixel group. In conjunction with execution of the pro-
gram instructions, the at least one image processor 1502 is
configured to process binary values for pixels in the first pixel
group of the second binary block and binary values for pixels
in the second keypoint map using the classification algorithm
to classify the first pixel group in the grayscale image as a
halftone or non-halftone region in conjunction with segment-
ing the grayscale image into halftone and non-halftone
regions.

In an even further embodiment of the image processing
device 1500, in conjunction with execution of the program
instructions, the at least one image processor 1502 is config-
ured to segment the grayscale image into halftone and non-
halftone regions to form a segmented image based at least in
part on the classification of the first pixel group. In this
embodiment, the image processing device 1500 also includes
an output interface 1506 in operative communication with a
segment processing device 1508. In conjunction with execu-
tion of the program instructions, the at least one image pro-
cessor 1500 is configured to send the segmented image to the
segment processing device 1508 via the output interface
1506.

In yet another even further embodiment of the image pro-
cessing device 1500, in conjunction with execution of the
program instructions, the at least one image processor 1502 is
configured to identify a plurality of pixel groups in the first
binary block. The plurality of pixel groups including the first
pixel group. Each pixel group includes either connected pix-
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els represented by a first binary value or connected pixels
represented by a second binary value. Pixels in each pixel
group that are adjacent to other pixel groups are identified as
boundary pixels of the corresponding pixel group. In con-
junction with execution of the program instructions, the at
least one image processor 1502 is configured to process each
of'the plurality of pixel groups in the same manner as the first
pixel group in conjunction with segmenting the grayscale
image into halftone and non-halftone regions. In an even yet
further embodiment of the image processing device 1500, in
conjunction with execution of the program instructions, the at
least one image processor 1502 is configured to segment the
grayscale image into halftone and non-halftone regions to
form a segmented image based at least in part on the classi-
fication of the plurality of pixel groups. In this embodiment,
the image processing device 1500 includes an output inter-
face 1506 in operative communication with a segment pro-
cessing device 1508. In conjunction with execution of the
program instructions, the at least one image processor 1502 is
configured to send the segmented image to the segment pro-
cessing device 1508 via the output interface 1506.

In another even yet further embodiment of the image pro-
cessing device 1500, in conjunction with execution of the
program instructions, the at least one image processor 1502 is
configured to divide the grayscale image into a plurality of
pixel blocks. The plurality of pixel blocks including the first
pixel block. Each pixel block including a plurality of gray-
scale pixels. In conjunction with execution of the program
instructions, the at least one image processor 1502 is config-
ured to process each of the plurality of pixel blocks in the
same manner as the first pixel block in conjunction with
segmenting the grayscale image into halftone and non-half-
tone regions. In a still yet further embodiment of the image
processing device 1500, in conjunction with execution of the
program instructions, the at least one image processor 1502 is
configured to generate a tag plane for the grayscale image in
which pixel groups classified as halftone regions are tagged as
halftone regions and pixels groups classified as non-halftone
regions are tagged as non-halftone regions to segment the
grayscale image into halftone and non-halftone regions.

Inyet another further embodiment of the image processing
device 1500, in conjunction with execution of the program
instructions, the at least one image processor 1502 is config-
ured to identify a plurality of pixel groups in the first binary
block. The plurality of pixel groups including the first pixel
group. Each pixel group includes either connected pixels
represented by a first binary value or connected pixels repre-
sented by a second binary value. Pixels in each pixel group
that are adjacent to other pixel groups are identified as bound-
ary pixels of the corresponding pixel group. In conjunction
with execution of the program instructions, the at least one
image processor 1502 is configured to process each of the
plurality of pixel groups in the same manner as the first pixel
group in conjunction with segmenting the grayscale image
into halftone and non-halftone regions.

In an even further embodiment of the image processing
device 1500, in conjunction with execution of the program
instructions, the at least one image processor 1502 is config-
ured to segment the grayscale image into halftone and non-
halftone regions to form a segmented image based at least in
part on the classification of the plurality of pixel groups. In
this embodiment, the image processing device 1500 also
includes an output interface 1506 in operative communica-
tion with a segment processing device 1508. In conjunction
with execution of the program instructions, the at least one
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image processor 1502 is configured to send the segmented
image to the segment processing device 1508 via the output
interface 1506.

In another even further embodiment of the image process-
ing device 1500, in conjunction with execution of the pro-
gram instructions, the at least one image processor 1502 is
configured to divide the grayscale image into a plurality of
pixel blocks. The plurality of pixel blocks including the first
pixel block. Each pixel block including a plurality of gray-
scale pixels. In conjunction with execution of the program
instructions, the at least one image processor 1502 is config-
ured to process each of the plurality of pixel blocks in the
same manner as the first pixel block in conjunction with
segmenting the grayscale image into halftone and non-half-
tone regions. In an even yet further embodiment of the image
processing device 1500, in conjunction with execution of the
program instructions, the at least one image processor 1502 is
configured to generate a tag plane for the grayscale image in
which pixel groups classified as halftone regions are tagged as
halftone regions and pixels groups classified as non-halftone
regions are tagged as non-halftone regions to segment the
grayscale image into halftone and non-halftone regions.

In yet another embodiment of the image processing device
1500, in conjunction with execution of the program instruc-
tions, the at least one image processor 1502 is configured to
identify a plurality of pixel groups in the first binary block.
The plurality of pixel groups including the first pixel group.
Each pixel group includes either connected pixels repre-
sented by a first binary value or connected pixels represented
by a second binary value. Pixels in each pixel group that are
adjacent to other pixel groups are identified as boundary
pixels of the corresponding pixel group. In conjunction with
execution of the program instructions, the at least one image
processor 1502 is configured to process each of the plurality
of pixel groups in the same manner as the first pixel group in
conjunction with segmenting the grayscale image into half-
tone and non-halftone regions.

In a further embodiment of the image processing device
1500, in conjunction with execution of the program instruc-
tions, the at least one image processor 1502 is configured to
segment the grayscale image into halftone and non-halftone
regions to form a segmented image based at least in part on the
classification of the plurality of pixel groups. In this embodi-
ment, the image processing device 1500 also includes an
output interface 1506 in operative communication with a
segment processing device 1508. In conjunction with execu-
tion of the program instructions, the at least one image pro-
cessor 1502 is configured to send the segmented image to the
segment processing device 1508 via the output interface
1506.

In another further embodiment of the image processing
device 1500, the at least one processor 1502 includes multiple
processors configured to execute the program instructions.
The multiple processors are configured to process multiple
pixel groups of'the first binary block in parallel in conjunction
with execution of the program instructions.

In yet another further embodiment of the image processing
device 1500, in conjunction with execution of the program
instructions, the at least one image processor 1502 is config-
ured to divide the grayscale image into a plurality of pixel
blocks. The plurality of pixel blocks including the first pixel
block. Each pixel block including a plurality of grayscale
pixels. In conjunction with execution of the program instruc-
tions, the at least one image processor 1502 is configured to
process each of the plurality of pixel blocks in the same
manner as the first pixel block in conjunction with segment-
ing the grayscale image into halftone and non-halftone
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regions. In an even further embodiment of the image process-
ing device 1500, in conjunction with execution of the pro-
gram instructions, the at least one image processor 1502 is
configured to generate a tag plane for the grayscale image in
which pixel groups classified as halftone regions are tagged as
halftone regions and pixels groups classified as non-halftone
regions are tagged as non-halftone regions to segment the
grayscale image into halftone and non-halftone regions.

In still another embodiment of the image processing device
1500, in conjunction with execution of the program instruc-
tions, the at least one image processor 1502 is configured to
divide the grayscale image into a plurality of pixel blocks.
The plurality of pixel blocks including the first pixel block.
Each pixel block including a plurality of grayscale pixels. In
conjunction with execution of the program instructions, the at
least one image processor 1502 is configured to process each
of'the plurality of pixel blocks in the same manner as the first
pixel block in conjunction with segmenting the grayscale
image into halftone and non-halftone regions.

In a further embodiment of the image processing device
1500, in conjunction with execution of the program instruc-
tions, the at least one image processor 1502 is configured to
generate a tag plane for the grayscale image in which pixel
groups classified as halftone regions are tagged as halftone
regions and pixels groups classified as non-halftone regions
are tagged as non-halftone regions to segment the grayscale
image into halftone and non-halftone regions.

In another further embodiment of the image processing
device 1500, the at least one processor 1502 includes multiple
processors configured to execute the program instructions.
The multiple processors are configured to process multiple
pixel blocks of the grayscale image in parallel in conjunction
with execution of the program instructions.

In still yet another embodiment, the image processing
device 1500 also includes an input interface 1510 configured
to receive a digital image 1512 from a source device 1515. In
conjunction with execution of the program instructions, the at
least one image processor 1502 is configured to process the
digital image 1512 using a conversion algorithm to form the
grayscale image. The digital image 1512 including a plurality
of digital pixels. In a further embodiment of the image pro-
cessing device 1500, the source device 1514 includes a scan-
ning device, a camera device, an image capturing device, a
storage device, or any suitable source device in any suitable
combination.

In another embodiment of the image processing device
1500, in conjunction with execution of the program instruc-
tions, the at least one image processor 1502 is configured to
calculate the first intensity threshold based at least in part on
maximum and minimum intensity values for the plurality of
grayscale pixels in the first pixel block and a lower range
weighting factor after determining a difference between the
maximum and minimum intensity values for the plurality of
grayscale pixels is between an upper intensity threshold and a
lower intensity threshold and, otherwise, sets the first inten-
sity threshold based on a reference white value and a higher
range weighting factor, the higher range weighting factor
being greater than the lower range weighting factor.

With reference to FIGS. 8-15, various exemplary embodi-
ments of non-transitory computer-readable medium storing
program instructions that, when executed by at least one
processor (1502), cause a corresponding image processing
device (1500) to perform a method of segmenting an image
into halftone and non-halftone regions. For example, various
embodiments of the image processing device 1500 are
described above with reference to FIG. 15. Various embodi-
ments of the method of segmenting an image into halftone
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and non-halftone regions 800, 900, 1000, 1100, 1200, 1300,
1400, for example, are described above with reference to
FIGS. 8-14.
In addition to the disclosure above, various exemplary
embodiments of non-transitory computer-readable medium
are disclosed herein. The various embodiments of non-tran-
sitory computer-readable medium store program instructions
that, when executed by at least one processor (1502), may
cause a corresponding image processing device 1500 to per-
form various combinations of functions associated with the
various embodiments of the processes 800, 900, 1000, 1100,
1200, 1300, 1400 for segmenting an image into halftone and
non-halftone regions described above with reference to FIGS.
8-14. For example, the various embodiments of the image
processing device 1500 described above with reference to
FIG. 15 may include the at least one processor 1502 and may
perform the various combination of functions associated with
segmenting an image into halftone and non-halftone regions
based on the program instructions stored on corresponding
embodiments of the non-transitory computer readable
medium.
In other words, the program instructions of the various
exemplary embodiments of non-transitory computer-read-
able medium are defined by any suitable combination of the
processes 800, 900, 1000, 1100, 1200, 1300, 1400 described
above with reference to FIGS. 8-14. Similarly, the at least one
processor 1502 and the image processing device 1500 asso-
ciated with the various exemplary embodiments of non-tran-
sitory computer-readable medium are defined by any suitable
combination of the image processing device 1500 described
above with reference to FIG. 15.
It will be appreciated that variants of the above-disclosed
and other features and functions, or alternatives thereof, may
be combined into many other different computer platforms,
computer applications, or combinations thereof. Various
presently unforeseen or unanticipated alternatives, modifica-
tions, variations, or improvements therein may be subse-
quently made by those skilled in the art which are also
intended to be encompassed by the following claims.
What is claimed is:
1. A method of segmenting an image into halftone and
non-halftone regions, comprising:
processing a first pixel block of a grayscale image at an
image processing device using a thresholding algorithm
and a first intensity threshold to form a first binary block,
the first pixel block including a plurality of grayscale
pixels, each grayscale pixel having an intensity value,
the first binary block including a plurality of binary
pixels, each binary pixel having a binary value;

identifying a first pixel group in the first binary block,
wherein the first pixel group includes connected pixels
represented by a first binary value, wherein pixels in the
first pixel group adjacent to pixels of the first pixel block
that are represented by a second binary value are iden-
tified as boundary pixels of the first pixel group; and

processing the first pixel group at the image processing
device using a scale invariant feature transform (SIFT)
algorithm to extract keypoints from the first pixel group
to form a first keypoint map in conjunction with seg-
menting the grayscale image into halftone and non-half-
tone regions.

2. The method of claim 1, further comprising:

discarding keypoints from the first keypoint map that cor-

respond to boundary pixels of the first pixel group to
form a second keypoint map for the first pixel group; and
processing quantities of keypoints in the first and second
keypoint maps at the image processing device using a
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classification algorithm to classify the first pixel group
in the grayscale image as a halftone or non-halftone
region in conjunction with segmenting the grayscale
image into halftone and non-halftone regions.

3. The method of claim 2, further comprising:

segmenting the grayscale image into halftone and non-

halftone regions to form a segmented image based at
least in part on the classification of the first pixel group;
and

sending the segmented image from the image processing

device to a segment processing device via an output
interface.

4. The method of claim 2 wherein the classification algo-
rithm classifies the first pixel group in the grayscale image as
a non-halftone region based at least in part on determining a
sum of quantities of keypoints in the first and second keypoint
maps is less than a first classification threshold.

5. The method of claim 2 wherein the classification algo-
rithm classifies the first pixel group in the grayscale image as
a non-halftone region based at least in part on determining a
ratio of quantities of keypoints in the first keypoint map to
quantities of keypoints in the second keypoint map is less than
a second classification threshold.

6. The method of claim 2 wherein the classification algo-
rithm classifies the first pixel group in the grayscale image as
anon-halftone region based at least in part on determining the
quantity of keypoints in the second keypoint map is less than
a third classification threshold.

7. The method of claim 2, further comprising:

processing the first pixel block at the image processing

device using the thresholding algorithm and a second
intensity threshold to form a second binary block, the
second intensity threshold representing a predetermined
fixed intensity that is intended to be higher than the
intensity of text objects, the second binary block includ-
ing a plurality of binary pixels;

identifying binary pixels in the second binary block corre-

sponding to the first pixel group; and

processing binary values for pixels in the first pixel group

ofthe second binary block and binary values for pixels in
the second keypoint map at the image processing device
using the classification algorithm to classify the first
pixel group in the grayscale image as a halftone or non-
halftone region in conjunction with segmenting the
grayscale image into halftone and non-halftone regions.

8. The method of claim 7 wherein the classification algo-
rithm classifies the first pixel group in the grayscale image as
a non-halftone region based at least in part on determining a
sum of binary values for the plurality of pixels in the second
binary block and binary values for the plurality of pixels in the
second keypoint map is less than a fourth classification
threshold.

9. The method of claim 1, further comprising:

identifying a plurality of pixel groups in the first binary

block, the plurality of pixel groups including the first
pixel group, wherein each pixel group includes either
connected pixels represented by a first binary value or
connected pixels represented by a second binary value,
wherein pixels in each pixel group that are adjacent to
other pixel groups are identified as boundary pixels of
the corresponding pixel group; and

processing each of the plurality of pixel groups in the same

manner as the first pixel group in conjunction with seg-
menting the grayscale image into halftone and non-half-
tone regions.
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10. The method of claim 9, further comprising:

processing multiple pixel groups of the first binary block in

parallel at the image processing device using multiple
image processors.

11. The method of claim 1, further comprising:

dividing the grayscale image into a plurality of pixel

blocks, the plurality of pixel blocks including the first
pixel block, each pixel block including a plurality of
grayscale pixels; and

processing each of the plurality of pixel blocks in the same

manner as the first pixel block in conjunction with seg-
menting the grayscale image into halftone and non-half-
tone regions.

12. The method of claim 11, further comprising:

generating a tag plane for the grayscale image in which

pixel groups classified as halftone regions are tagged as
halftone regions and pixels groups classified as non-
halftone regions are tagged as non-halftone regions to
segment the grayscale image into halftone and non-
halftone regions.

13. The method of claim 11, further comprising:

processing multiple pixel blocks of the grayscale image in

parallel at the image processing device using multiple
image processors.

14. The method of claim 1, further comprising:

processing a digital image at the image processing device

using a conversion algorithm to form the grayscale
image, the digital image including a plurality of digital
pixels, wherein the digital image was received by the
image processing device from a source device via an
input interface.

15. The method of claim 1 wherein, for each grayscale
pixel in the first pixel block, the thresholding algorithm sets
the corresponding binary pixel in the first binary block to a
reference black value after determining the corresponding
grayscale pixel is lower in intensity than the first intensity
threshold and, otherwise, sets the corresponding binary pixel
to a reference white value.

16. The method of claim 1, further comprising:

calculating the first intensity threshold at the image pro-

cessing device based at least in part on maximum and
minimum intensity values for the plurality of grayscale
pixels in the first pixel block and a lower range weighting
factor after determining a difference between the maxi-
mum and minimum intensity values for the plurality of
grayscale pixels is between an upper intensity threshold
and a lower intensity threshold and, otherwise, sets the
first intensity threshold based on a reference white value
and a higher range weighting factor, the higher range
weighting factor being greater than the lower range
weighting factor.

17. An image processing device for segmenting an image
into halftone and non-halftone regions, comprising:

at least one image processor configured to execute program

instructions; and

a non-transitory storage device configured to store pro-

gram instructions that, when executed by the at least one
processor, cause the image processing device to perform
a method of segmenting an image into halftone and
non-halftone regions;

wherein, in conjunction with execution of the program

instructions, the at least one image processor is config-
ured to process a first pixel block of a grayscale image
using a thresholding algorithm and a first intensity
threshold to form a first binary block, the first pixel block
including a plurality of grayscale pixels, each grayscale
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pixel having an intensity value, the first binary block
including a plurality of binary pixels, each binary pixel
having a binary value;
wherein, in conjunction with execution of the program
instructions, the at least one image processor is config-
ured to identify a first pixel group in the first binary
block, wherein the first pixel group includes connected
pixels represented by a first binary value, wherein pixels
in the first pixel group adjacent to pixels of the first pixel
block that are represented by a second binary value are
identified as boundary pixels of the first pixel group;

wherein, in conjunction with execution of the program
instructions, the at least one image processor is config-
ured to process the first pixel group using a scale invari-
ant feature transform (SIFT) algorithm to extract key-
points from the first pixel group to form a first keypoint
map in conjunction with segmenting the grayscale
image into halftone and non-halftone regions.

18. The image processing device of claim 17 wherein, in
conjunction with execution of the program instructions, the at
least one image processor is configured to discard keypoints
from the first keypoint map that correspond to boundary
pixels of the first pixel group to form a second keypoint map
for the first pixel group;

wherein, in conjunction with execution of the program

instructions, the at least one image processor is config-
ured to process quantities of keypoints in the first and
second keypoint maps using a classification algorithm to
classify the first pixel group in the grayscale image as a
halftone or non-halftone region in conjunction with seg-
menting the grayscale image into halftone and non-half-
tone regions.

19. The image processing device of claim 18 wherein, in
conjunction with execution of the program instructions, the at
least one image processor is configured to segment the gray-
scale image into halftone and non-halftone regions to form a
segmented image based at least in part on the classification of
the first pixel group, the image processing device further
comprising:

an output interface in operative communication with a

segment processing device;

wherein, in conjunction with execution of the program

instructions, the at least one image processor is config-
ured to send the segmented image to the segment pro-
cessing device via the output interface.

20. The image processing device of claim 17 wherein, in
conjunction with execution of the program instructions, the at
least one image processor is configured to identify a plurality
of pixel groups in the first binary block, the plurality of pixel
groups including the first pixel group, wherein each pixel
group includes either connected pixels represented by a first
binary value or connected pixels represented by a second
binary value, wherein pixels in each pixel group that are
adjacent to other pixel groups are identified as boundary
pixels of the corresponding pixel group;

wherein, in conjunction with execution of the program

instructions, the at least one image processor is config-
ured to process each of the plurality of pixel groups in
the same manner as the first pixel group in conjunction
with segmenting the grayscale image into halftone and
non-halftone regions.

21. The image processing device of claim 20, the at least
one processor comprising:

multiple processors configured to execute the program

instructions, wherein the multiple processors are config-
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ured to process multiple pixel groups of the first binary
block in parallel in conjunction with execution of the
program instructions.

22. The image processing device of claim 17 wherein, in
conjunction with execution of the program instructions, the at
least one image processor is configured to divide the gray-
scale image into a plurality of pixel blocks, the plurality of
pixel blocks including the first pixel block, each pixel block
including a plurality of grayscale pixels;

wherein, in conjunction with execution of the program

instructions, the at least one image processor is config-
ured to process each of the plurality of pixel blocks in the
same manner as the first pixel block in conjunction with
segmenting the grayscale image into halftone and non-
halftone regions.

23. The image processing device of claim 22, the at least
one processor comprising:

multiple processors configured to execute the program

instructions, wherein the multiple processors are config-
ured to process multiple pixel blocks of the grayscale
image in parallel in conjunction with execution of the
program instructions.

24. The image processing device of claim 17, further com-
prising:

an input interface configured to receive a digital image

from a source device;

wherein, in conjunction with execution of the program

instructions, the at least one image processor is config-
ured to process the digital image using a conversion
algorithm to form the grayscale image, the digital image
including a plurality of digital pixels.

25. The image processing device of claim 24 wherein the
source device includes at least one of a scanning device, a
camera device, an image capturing device, and a storage
device.

26. A non-transitory computer-readable medium storing
program instructions that, when executed by at least one
processor, cause a corresponding image processing device to
perform a method of segmenting an image into halftone and
non-halftone regions, the method comprising:

processing a first pixel block of a grayscale image at an

image processing device using a thresholding algorithm
and a first intensity threshold to form a first binary block,
the first pixel block including a plurality of grayscale
pixels, each grayscale pixel having an intensity value,
the first binary block including a plurality of binary
pixels, each binary pixel having a binary value;

15

20

30

35

40

45

20

identifying a first pixel group in the first binary block,
wherein the first pixel group includes connected pixels
represented by a first binary value, wherein pixels in the
first pixel group adjacent to pixels of the first pixel block
that are represented by a second binary value are iden-
tified as boundary pixels of the first pixel group;

processing the first pixel group at the image processing
device using a scale invariant feature transform (SIFT)
algorithm to extract keypoints from the first pixel group
to form a first keypoint map in conjunction with seg-
menting the grayscale image into halftone and non-half-
tone regions;

discarding keypoints from the first keypoint map that cor-
respond to boundary pixels of the first pixel group to
form a second keypoint map for the first pixel group;

processing quantities of keypoints in the first and second
keypoint maps at the image processing device using a
classification algorithm to classify the first pixel group
in the grayscale image as a halftone or non-halftone
region in conjunction with segmenting the grayscale
image into halftone and non-halftone regions;

processing the first pixel block at the image processing
device using the thresholding algorithm and a second
intensity threshold to form a second binary block, the
second intensity threshold representing a predetermined
fixed intensity that is intended to be higher than the
intensity of text objects, the second binary block includ-
ing a plurality of binary pixels;

identifying binary pixels in the second binary block corre-
sponding to the first pixel group;

processing binary values for pixels in the first pixel group
ofthe second binary block and binary values for pixels in
the second keypoint map at the image processing device
using the classification algorithm to classify the first
pixel group in the grayscale image as a halftone or non-
halftone region in conjunction with segmenting the
grayscale image into halftone and non-halftone regions;

segmenting the grayscale image into halftone and non-
halftone regions to form a segmented image based at
least in part on the classification of the first pixel group;
and

sending the segmented image from the image processing
device to a segment processing device via an output
interface.



